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Technical data

Target product type

Pump size

Pressure ratio

Maximum free flow delivery
Air pressure operating range

Solids in suspension maximum
size

Maximum dry suction head
Maximum wet suction head
Delivery per cycle

Fluid Inlet

Fluid outlet

Air inlet

Air exhaust port

Sound level

Certification

Fluid path material
Diaphragms type & material
Valve seats material

Valve balls material

Shaft material

Seals material

Other wetted materials

Wetted materials

Air motor material

Documentation

Ref.: DFIOOAASNSNNBAS

www.samoaindustrial.com

1" PNEUMATIC DOUBLE DIAPHRAGM
PUMP, DF100, DIRECTFLO SERIES,

ALUMINIUM-NBR-NBR

Air operated double diaphragm pumps for dosing, spraying,
transferring, evacuating and distributing a wide variety of fluids.
Ideal for standard applications with medium flow rates. Very
robust metal pumps designed for the toughest applications. This
model is a fully groundable ATEX certified pump, for use in
potentially explosive atmospheres (Ex I12 GD IIB/IIC 95 °C).
VIDEO Youtube: https://youtu.be/b_08J029PxY Instruction

books: 855837 and 855816.

More information

Directflo Series Diaphragm
Pumps

1"
11

100 I/min (28 gal/min)
1,5-8 bar (20-120 psi)
4 mm (0,18 ")

4,5 m (15 ft)

7 m (23 ft)

0,51 (0,13 gal)

1" BSP (F)

1" BSP (F)

3/8" NPSM (F)

3/8" NPSM (adapter required)
80 dB

ATEX

Aluminium

NBR

Stainless steel (AISI 316)
NBR

Stainless steel

NBR

Stainless steel

Aluminium, NBR, Stainless steel
(AISI 316), Stainless steel

Aluminium


https://www.samoaindustrial.com

Weight 7,2 kg (16 Ib)

Technical data Documentation More information

Instruction manuals

855837 Instruction book: Pneumatic double diaphragm pump, DC30, DC50, DF30, DF50,

DF100, DirectFlo series (NEW codification) (PDF) Download
855816 Instruction book: Pneumatic double diaphragm pumps, DC20, DF30, DF50, DF100,

DF250, DP200, DirectFlo series, ATEX versions (PDF) Download
Catalogs

Product catalogue: DIRECTFLO SERIES AODDP, 2023 EN (PDF)

Download

Spare parts

Spare part document: DF10012 551030 (PDF)

Download

Technical data Documentation More information

Tested at room temperature, with water and flooded pump with 800 mm (31.5 inches) height of
water above the pump inlet.
Fluid pressure Air consum ption
17.65
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https://www.samoaindustrial.com/documents/20123/4745881/855837.pdf/3d7862ee-b667-08b9-9e77-3dcf81215828?version=1.1&t=1752753287175&download=true
https://www.samoaindustrial.com/documents/20123/4745881/855816.pdf/662490e3-0130-ee75-962e-fad76cefb749?version=1.1&t=1752753241901&download=true
https://www.samoaindustrial.com/documents/20123/4694369/CATALOGUE-AODDP-DIRECTFLO-2023-EN.pdf/ecc571b4-e0cc-ab9d-b352-555433d2ce52?version=1.0&t=1752758337437&download=true
https://www.samoaindustrial.com/documents/20123/4754430/DF10012-551030-SPARE-PARTS.pdf/ef8fa414-dffd-8bb4-5637-b9e26d14a353?version=1.1&t=1752745114539&download=true
https://www.linkedin.com/company/samoaindustrial/
https://www.facebook.com/samoagroup/
https://twitter.com/samoaindustrial
https://www.youtube.com/GrupoSAMOAIndustrial
https://www.instagram.com/samoaindustrial/

